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PTC HeaterFlexible
Exhaust Hose

Adjustable
Window 
Slider Kit

Flexible Exhaust
Through the Wall

or Window

LED DisplayShower
Cooling System

Silver Ion
(Optional)

Bio Filter
(Optional)

Vitamin C Filter
(Optional)

Features:

Ionizer
(Optional)

PTC HeaterFlexible
Exhaust Hose

Adjustable
Window 
Slider Kit

Flexible Exhaust
Through the Wall

or Window

LED DisplayShower
Cooling System

Silver Ion
(Optional)

Bio Filter
(Optional)

Vitamin C Filter
(Optional)

Features:

 MPK-10CEN2
 MPK-10EEN2

Electronic Control

 MPK-10CRN2
 MPK-10ERN2

Remote Control

K Portable
220-240V~,50Hz

 Cooling Only  Cooling & Electric Heater Specification:

Model

Operating Current Cooling/Heater

kW

V~,Hz,Ph

A

Cooling/Heater

Power Supply

Btu/h

20'/40'HQ

EER

Air Flow Volume  Indoor
Noise Level  Hi/Med/Lo

Net Dimension WxHxD
Packing Dimension WxHxD
Net/Gross Weight

Btu/W.h
W/W

m3/h

Energy Rate
Moisture Removal
Water Tank Volume

l/h
L

dB(A)

mm
mm
kg

Set

m2

Power  Input Cooling/Heater W

Electrical Data

Capacity

Dimension & Weight

Applicable Area

Stuffing Quantity

Performance

Remarks: 1.The above design and specifications are subject to change without prior notice for product improvement.
2.The values given in the table for the noise level reflect the levels in anechoic chamber.

10000
3.0

220-240,50,1
1160
5.1

8.6
2.52

C
1.6
3.5
380

52/50/48

460x840x325
680x880x400

34/41

34/41

96/295

 MPK-10CRN2
 MPK-10CEN2

10000/6000
3.0/1.7

220-240,50,1
1160/1800

5.1/7.8

8.6
2.52

C
1.6
3.5
380

52/50/48

460x840x325
680x880x400

34/41

34/41

96/295

 MPK-10ERN2
 MPK-10EEN2

 Cooling Only  Cooling & Electric Heater Specification:

Remarks: 1.The above design and specifications are subject to change without prior notice for product improvement.
2.The values given in the table for the noise level reflect the levels in anechoic chamber.

10000
3.0

220-240,50,1
1040
4.6

9.6
2.81

A
1.8
3.5
460

53/50/48

460x840x370
705x885x455

38/50

15-25

82/250

 MPK2-10CRN1-QB6
 MPK2-10CEN1-QB6

10000/6000
3.0/1.7

220-240,50,1
1040/1800

4.6/7.8

9.6
2.81

A
1.8
3.5
460

53/50/48

460x840x370
705x885x455

38/50

15-25

82/250

 MPK2-10ERN1-QB6
 MPK2-10EEN1-QB6

12000
3.5

220-240,50,1
1380
6.1

8.7
2.54

B
2.0
3.5
520

54/50/48

460x840x370
705x885x455

40/51

18-26

82/250

 MPK2-12CRN1-QB4
 MPK2-12CEN1-QB4

12000/6000
3.5/1.7

220-240,50,1
1380/1800

6.1/7.8

8.7
2.54

B
2.0
3.5
520

54/50/48

460x840x370
705x885x455

40/51

18-26

82/250

 MPK2-12ERN1-QB4
 MPK2-12EEN1-QB4

9000
2.6

220-240,50,1
950
4.2

9.5
2.77

A
1.7
3.5
460

53/50/48

460x840x370
705x885x455

38/50

14-21

82/250

 MPK2-09CRN1-QB6
 MPK2-09CEN1-QB6

9000/6000
2.6/1.7

220-240,50,1
950/1800
4.2/7.8

9.5
2.77

A
1.7
3.5
460

53/50/48

460x840x370
705x885x455

38/50

14-21

82/250

 MPK2-09ERN1-QB6
 MPK2-09EEN1-QB6

Model

Operating Current

kW

V~,Hz,Ph

A

Cooling/Heater

Power Supply

Btu/h

20'/40'HQ

EER

Air Flow Volume
Noise Level

Net Dimension
Packing Dimension
Net/Gross Weight

Btu/W.h
W/W

m3/h

Energy Rate
Moisture Removal
Water Tank Volume

l/h
L

dB(A)

mm
mm
kg

Set

m2

Power  Input

Electrical Data

Capacity

Dimension & Weight

Applicable Area

Stuffing Quantity

Performance

Cooling/Heater
Cooling/Heater

Indoor
Hi/Med/Lo

WxHxD
WxHxD

W



78  77

 Cooling Only  Cooling & Electric Heater Specification:

Model

Operating Current Cooling/Heater

kW

V~,Hz,Ph

A

Cooling/Heater

Power Supply

Btu/h

20'/40'HQ

EER

Air Flow Volume  Indoor
Noise Level  Hi/Med/Lo

Net Dimension WxHxD
Packing Dimension WxHxD
Net/Gross Weight

Btu/W.h
W/W

m3/h

Energy Rate
Moisture Removal
Water Tank Volume

l/h
L

dB(A)

mm
mm
kg

Set

m2

Power  Input Cooling/Heater W

Electrical Data

Capacity

Dimension & Weight

Applicable Area

Stuffing Quantity

Performance

Remarks: 1.The above design and specifications are subject to change without prior notice for product improvement.
2.The values given in the table for the noise level reflect the levels in anechoic chamber.

 Cooling Only  Cooling & Electric Heater Specification:

Model

Operating Current Cooling/Heater

kW

V~,Hz,Ph

A

Cooling/Heater

Power Supply

Btu/h

20'/40'HQ

EER

Air Flow Volume  Indoor
Noise Level  Hi/Med/Lo

Net Dimension WxHxD
Packing Dimension WxHxD
Net/Gross Weight

Btu/W.h
W/W

m3/h

Energy Rate
Moisture Removal
Water Tank Volume

l/h
L

dB(A)

mm
mm
kg

Set

m2

Power  Input Cooling/Heater W

Electrical Data

Capacity

Dimension & Weight

Applicable Area

Stuffing Quantity

Performance

Remarks: 1.The above design and specifications are subject to change without prior notice for product improvement.
2.The values given in the table for the noise level reflect the levels in anechoic chamber.

Mini Portable
220-240V~,50Hz

Flexible
Exhaust Hose

Flexible Exhaust
Through the Wall

or Window

Silver Ion
(Optional)

Bio Filter
(Optional)

Vitamin C Filter
(Optional)

Features:

Adjustable
Window 
Slider Kit

LED Display

9000
2.6

220-240,50,1
1000
4.4

9.0
2.63

A
1.6
4

380
54/51/49

462x778x362
680x855x400

34/45

14-21

96/300

 MPT-09CRN1-QB6
 MPT-09CEN1-QB6

 MPT-09CEN1-QB6

 MPT-09CRN1-QB6

Electronic Control

Remote Control

7000
2.0

220-240,50,1
800
3.5

8.6
2.56

B
1.5
3

280
52/49/47

454x739x339
515x880x390

29/35

10-14

134/400

 MPM-07CRN1-QB4
 MPM-07CEN1-QB4

 MPM-07CEN1-QB4

 MPM-07CRN1-QB4 (7K)

(9K)

Mini Portable
220-240V~,50Hz

Flexible
Exhaust Hose

Flexible Exhaust
Through the Wall

or Window

Silver Ion
(Optional)

Bio Filter
(Optional)

Vitamin C Filter
(Optional)

Features:

Adjustable
Window 
Slider Kit

LED Display

9000
2.6

220-240,50,1
1100
4.8

8.2
2.4
B

1.6
4

380
54/51/49

462x778x362
680x855x400

34/45

14-21

96/300

 MPT-09CRN2-QB4

Electronic Control

Remote Control

 MPM-07CEN2-QB2

 MPM-07CRN2-QB2

 MPT-09CEN2-QB4

 MPT-09CRN2-QB4

7000
2.0

220-240,50,1
890
3.9

7.9
2.3
C

1.5
3

280
52/49/47

454x739x339
515x880x390

29/35

10-14

134/400

 MPT-09CEN2-QB4
 MPM-07CRN2-QB2
 MPM-07CEN2-QB2

(7K)

(9K)
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F Dehumidifier
220-240V~,50Hz

FULL 

POWER  

SET  DEHUM 

CON T DEHUM

HUMIDIFY 

HIGH 

Humidity%

LOW 

ION 

MODE

 MDF2-08DEN3
 MDF2-10DEN3
 MDF2-16DEN3
 MDF2-20DEN3

Electronic Control

Convenient
Handle

Semi-Hidden
Caster

Silver Ion
(Optional)

Auto-Restart Humidifier
(Optional for 16L/20L)

Powerfull
Dehumidification

LED Display

MODE

Transparent
Water Level
Indication

Humidity Sensor

Features:

 Specification:

Model

Power  Input
Operating Current   

30ºC, RH80%

30ºC, RH80%
30ºC, RH80%

Power Supply
Moisture Removal

Air Flow Volume
Water Tank Volume

WxHxD 
WxHxD 

20'/40'HQ 

Noise Level
Net Dimension
Packing Dimension 
Net/Gross Weight
Applicable Area
Stuffing Quantity

V~,Hz,Ph
W
A

L/day

L
m3/h

dB(A)
mm
mm
kg

Set
m2

8
220-240,50,1

220
1

100
2.9
43

325×480×225
405×535×290

11/13
8~14

440/1160

 MDF2-08DEN3
10

220-240,50,1
260
1.2
100
2.9
43

325×480×225
405×535×290

11/13
10~17

440/1160

 MDF2-10DEN3
16

220-240,50,1
300
1.3
200
3.1
48

340×480×235
405×535×290

12/14
15~26

440/1160

 MDF2-16DEN3
20

220-240,50,1
370
1.7
200
3.1
50

340×480×235
405×535×290

12/14
18~30

440/1160

 MDF2-20DEN3

Remarks: 1.The above design and specifications are subject to change without prior notice for product improvement.
2.The values given in the table for the noise level reflect the levels in anechoic chamber.

F2 Dehumidifier
220-240V~,50Hz

 MDF-09DMN3
 MDF-12DMN3

Mechanical Control

 MDF-09DEN3
 MDF-12DEN3

Electronic Control

 Specification:

Model

Power  Input
Operating Current   

30ºC, RH80%

30ºC, RH80%
30ºC, RH80%

Power Supply
Moisture Removal

Air Flow Volume
Water Tank Volume

WxHxD 
WxHxD 

20'/40'HQ 

Noise Level
Net Dimension
Packing Dimension 
Net/Gross Weight
Applicable Area
Stuffing Quantity

V~,Hz,Ph
W
A

L/day

L
m3/h

dB(A)
mm
mm
kg

Set
m2

9
220-240,50,1

210
1.3
100
2.7
40

315×505×235
385×590×315

13.5/15
9~15

440/905

 MDF-09DMN3
9

220-240,50,1
210
1.3
100
2.7
40

315×505×235
385×590×315

13.5/15
9~15

440/905

 MDF-09DEN3
12

220-240,50,1
240
1.4
120
2.7
40

315×505×235
385×590×315

15.5/17
12~20

440/905

 MDF-12DMN3
12

220-240,50,1
240
1.4
120
2.7
40

315×505×235
385×590×315

15.5/17
12~20

440/905

 MDF-12DEN3

Remarks: 1.The above design and specifications are subject to change without prior notice for product improvement.
2.The values given in the table for the noise level reflect the levels in anechoic chamber.

Vitamin C FilterEasy-removable
Filter

Silver Ion
(Optional)

Bio Filter
(Optional)(Optional)

Powerful
Dehumidification Bucket

Removable Humidity
Sensor

Convenient
Handle

Features:

3M HAF Filter
(Optional)
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Window
220-240V~,50Hz

 MWF-09CMN2
 MWF-12CMN2
 MWF-16CMN2
 MWF-18CMN2
 MWF-21CMN2

 MWF-09CRN2
 MWF-12CRN2
 MWF-16CRN2
 MWF-18CRN2
 MWF-21CRN2

Two Drainage
Methods

Slinger-Up
System

Unique Quiet
Design

Easy Removed
Panel

Sliding ChassisFresh Air Switch Silver lon
(Optional)

Features:

 MWF-09HMN2
 MWF-12HMN2
 MWF-16HMN2
 MWF-18HMN2

 MWF-09HRN2
 MWF-12HRN2
 MWF-16HRN2
 MWF-18HRN2

 Cooling Only  Cooling & Heating Specification:

Model

Operating Current Cooling

kW

V~,Hz,Ph

A

Cooling

Power Supply

Btu/h

20'/40HQ

EER
COP

Air Flow Volume  Indoor
Noise Level  Indoor(Hi/Lo)

Net Dimension WxHxD
Packing Dimension WxHxD
Net/Gross Weight

Btu/W.h
W/W

m3/h
Energy Rate Cooling

dB(A)

mm
mm
kg

Set

m2

Power  Input Cooling W

Electrical Data

Capacity

Dimension & Weight

Applicable Area

Stuffing Quantity

Performance

Remarks: 1.The above design and specifications are subject to change without prior notice for product improvement.
2.The values given in the table for the noise level reflect the levels in anechoic chamber.

9000
2.6

220-230,50,1
1050
4.7

8.46
2.48

D
420

51/45

450x346x535
495x435x580

35/39

14-20

220/572

 MWF-09CRN2
 MWF-09CMN2

12000
3.5

220-230,50,1
1350
5.8

8.84
2.59

D
530

53/47

600x380x560
690x445x620

43/47

18-26

136/345

 MWF-12CRN2
 MWF-12CMN2

16000
4.7

220-230,50,1
1918
8.34

8.36
2.45

D
660

55/50

660x435x640
750x520x740

55/60

21-35

94/240

 MWF-16CRN2
 MWF-16CMN2

18000
5.3

220-230,50,1
2163
9.41

8.36
2.45

D
660

55/50

660x435x640
750x520x740

55/60

30-40

94/240

 MWF-18CRN2
 MWF-18CMN2

21000
6.2

220-230,50,1
2531

11

8.36
2.45

D
920

59/55

660x430x770
775x518x917

68/77

35-50

72/192

 MWF-21CRN2
 MWF-21CMN2

 Cooling Only  Cooling & Heating Specification:

Model

Operating Current Cooling/Heating

kW

V~,Hz,Ph

A

Cooling/Heating

Power Supply

Btu/h

20'/40'HQ

EER
COP

Air Flow Volume  Indoor
Noise Level  Indoor(Hi/Lo)

Net Dimension WxHxD
Packing Dimension WxHxD
Net/Gross Weight

Btu/W.h
W/W

m3/h
Energy Rate Cooling/Heating

dB(A)

mm
mm
kg

Set

m2

Power  Input Cooling/Heating W

Electrical Data

Capacity

Dimension & Weight

Applicable Area

Stuffing Quantity

Performance

Remarks: 1.The above design and specifications are subject to change without prior notice for product improvement.
2.The values given in the table for the noise level reflect the levels in anechoic chamber.

9000/9000
2.6/2.6

220-230,50,1
1050/980
4.70/4.26

8.46/2.48
2.65
D/D
420

51/45

450x346x535
495x435x580

36/40

14-20

220/572

 MWF-09HRN2
 MWF-09HMN2

12000/1100
3.5/3.2

220-230,50,1
1411/1207
6.13/5.25

8.46/2.48
2.65
D/D
530

53/47

600x380x560
690x445x620

44/48

18-26

136/345

 MWF-12HRN2
 MWF-12HMN2

16000/16000
4.7/4.7

220-230,50,1
1873/1728
8.17/7.51

8.56/2.51
2.72
D/D
660

55/50

660x435x640
750x520x740

56/61

21-35

94/240

 MWF-16HRN2
 MWF-16HMN2

18000/18000
5.3/5.3

220-230,50,1
2111/1949
9.18/8.47

8.56/2.51
2.72
D/D
660

55/50

660x435x640
750x520x740

56/61

30-40

94/240

 MWF-18HRN2
 MWF-18HMN2


